
80'

60'

2% 2%

Max

1

4

2%

2
%

2%

80'

60'

55'

2%2%

LC

2% 2%

LC

3%3%

CL

3%3%

11'-6"

7'-6"
45'

11'-6"

7'-6"

23'-6"

13'-6"

11'-0"

33'

23'-6"

13'-6"

11'-0"

6'16'-6"16'-6"6'

6'18'-6"18'-6"6'

21'-6"

11'-6"

6'-6"

37'

21'-6"

11'-6"

6'-6"

2 " HMAC

Subgrade

6" Compacted

Max

1

4

Max

1

4

MAX

1

4

1

4

Max

1

4

45' Width

Typical Section

Typical Section

33' Width

Typical Section

37' Width

nts

nts

nts

DEPARTMENT
ENGINEERING

DRAWN BY:

DESIGNED BY:

VERT. SCALE

HORZ. SCALE

JOB NO.

DATE

SHEET

3/28/2013

rlh  

rlh  

1  

NTS      

         08/25/2010

80'

60'

Max

R
-

O
-

W

R
-

O
-

W

R
-

O
-

W

R
-

O
-

W

R
-

O
-

W

R
-

O
-

W

6'22'-6"22'-6"6'

be indicted on Plans)

(Type and Grade to

Flexible Base

8" Compacted

Subgrade

6" Compacted
Subgrade

6" Compacted

Subgrade

6" Compacted

Subgrade

6" Compacted

Subgrade

6" Compacted

Subgrade

6" Compacted

Subgrade

6" Compacted

be indicted on Plans)

(Type and Grade to

Flexible Base

6" Compacted

be indicted on Plans)

(Type and Grade to

Flexible Base

6" Compacted

COA TYP SEC

T
h
e
 

C
i
t
y
 
o
f
 

A
m
a
r
i
l
l
o
 
a
s
s
u

m
e
s
 
n
o
 
r
e
s
p
o
n
s
i
b
i
l
i
t
y
 
f
o
r
 
t
h
e
 
c
o
n
v
e
r
s
i
o
n
 
o
f
 
t
h
i
s
 
s
t
a
n
d
a
r
d
 
t
o
 
o
t
h
e
r
 
f
o
r

m
a
t
s
 
o
r
 
f
o
r
 
i
n
c
o
r
r
e
c
t
 
r
e
s
u
l
t
s
 
o
r
 
d
a

m
a
g
e
s
 
r
e
s
u
l
t
i
n
g
 
f
r
o

m
 
i
t
s
 
u
s
e
.

D
I

S
C

L
A
I

M
E

R
 
:
 

T
h
e
 
u
s
e
 
o
f
 
t
h
i
s
 
s
t
a
n
d
a
r
d
 
i
s
 
g
o
v
e
r
n
e
d
 
b
y
 
t
h
e
 
"

T
e
x
a
s
 

E
n
g
i
n
e
e
r
i
n
g
 

P
r
a
c
t
i
c
e
 

A
c
t
"
.
 
 

N
o
 

w
a
r
r
a
n
t
y
 
o
f
 
a
n
y
 
k
i
n
d
 
i
s
 

m
a
d
e
 
b
y
 
t
h
e
 

C
i
t
y
 
o
f
 

A
m
a
r
i
l
l
o
 
f
o
r
 
a
n
y
 
p
u
r
p
o
s
e
 

w
h
a
t
s
o
e
v
e
r
.
 
 

Paving Sections

Standard

33' to 45'

BOC from

55' to 80'

R-O-W from

paving section.

Residential/Commercial/Minor Collector 

minimum  acceptable design for a 

to provide a guideline; the above is a 

required. The purpose of this sheet is 

2. An Engineered Pavement Design may be 

Standard Drawings.

specifically not covered in the 

either approve or deny any design 

the City Engineer to evaluate and 

1. It shall be the responsibility of 

NOTES:

1•" HMAC

1•" HMAC

Subgrade

6" Compacted


